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Artikel: PE-Flachgewebe E 156/64
Art.-Nr.: 40/5712
Farbe: schwarz-blau

Kette Schuss
Einstellung Faden pro 10 cm 156 +/-5 64 +/-5
Garnstérke dtex 630 +/- 60 | 1000 +/- 70
Material PE Monof. PE flach
Reilfestigkeit N/5cm DIN EN ISO 13934-1 > 1400 >900
Dehnung % DIN EN ISO 13934-1 >15 >15
UV-Stabilitat kly 150 150
Gewicht g/gqm DIN EN 12127 170 +/- 15
Beschichtung g/gqm nein
Die technischen Daten sind Erfahrungswerte nach aktuellem Stand der Produktion
und unterliegen handelsiiblichen Toleranzen. Technische Anderungen bleiben vorbehalten.
article: PE flat woven fabric E 156/64
art.-no.: 40/5712
colour: black-blue

warp weft
set of the fabric threads per 10 cm 156 +/-5 64 +/-5
yarn size dtex 630 +/- 60 | 1000 +/- 70
material PE mono. PE flat
breaking resistance N/5cm DIN EN ISO 13934-1 > 1400 > 900
elongation % DIN EN ISO 13934-1 >15 >15
uv-stability kly 150 150
weight g/sm DIN EN 12127 170 +/- 15
coating g/sm no

The technical dates are experience figures based on state of production and
are subject to the usual commercial tolerances. Technical changes excepted.
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